








ANISEED BALLS     7

Aniseed Balls is a loop pile carpet ti le available in a very wide variety, with bright and 
trendy colours from this collecti on. The product off ers a wide range of possibiliti es for 
choice and design and meets all the requirements for extremely intensive project use. 

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Aniseed Balls

1/10th gauge tuft ed loop
100% aquafi l altro 6 nylon
Bitumen with glass fi bre
50cm x 50xm
530g per m2
4.35kg per m2
6.0mm



PELARGONIUM           8

Pelargonium is a patt erned loop carpet ti le. 100% nylon, Pelargonium is ideal for heavy 
contract specifi cati on. The range is from the same yarn as Shadows & Refl ecti on , our 
two new ranges. Pelargonium is available in a variety of 12 colours which will leave the 
interior with a modern linear fi nish.

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Pelargonium

FRS tuft ed loop pile
Antron Lumena carpet fi bre (nylon)
Bitumen with glass fi bre
50cm x 50xm
670g per m2
4.2kg per m2
6.0mm



CANDY CAINE        9  

Candy Caine is a low loop pile carpet ti le with a textured linear patt ern. This dynamic 
carpet ti le collecti on is available in 9 contemporary colour variati ons. Candy Caine 
off ers, independently or in combinati on with the colours from the Cott on Candy 
collecti on, numerous design opti ons for a trendy fl oor. Candy Caine meets the 
stringent requirements of today’s offi  ces and is therefore highly suitable for intensive 
offi  ce use.

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Candy Caine

1/10th gauge tuft ed loop
100% PA6 soluti on dyed Xelux nylon
Bitumen with glass fi bre
50cm x 50xm
540g per m2
4.3kg per m2
6.2mm



SHADOWS & REFLECTION       10

Our two new products Shadows & Refl ecti on are ready for May 2016! These two 
heavy contract designs add a very dynamic fi nish to your interior, one with a modern 
linear patt ern, the other with a subtle cloud eff ect can be purchased in 6 matching 
colours each.

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Shadows & Refl ecti on

FRS tuft ed loop pile
Antron Lumena carpet fi bre (nylon)
Bitumen with glass fi bre
50cm x 50xm
650g per m2
4.2kg per m2
6.0mm

Refl ecti on Shadows



DAHLIA CUT PILE     11

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Dahlia Cut Pile

1/10th gauge tuft ed cut pile
100% soluti on dyed nylon
Bitumen with glass fi bre
50cm x 50xm
800g per m2
4.6kg per m2
8.0mm

Dahlia Cut Pile off ers luxury at a very competi ti ve price to the specifi er. This soluti on 
dyed nylon ti le is made up of 9 various colours. Dahlia Cut Pile is the perfect ti le if you 
need to combine luxury with long lasti ng durability.



DAHLIA ADDITIONS                      12

Dahlia Additi ons is a nylon loop pile carpet ti le. Now available in 12 colours instead of 
6, Dahlia Additi ons has become very popular for all diff erent kinds of specifi cati on. Its 
versati lity combined with its value for money has made this product one of the most 
popular on the market. Designed for heavy contract specifi cati on means that this 
product is built to last even in the heaviest traffi  cked of areas. 

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Dahlia Additi ons

1/10th gauge tuft ed loop
100% soluti on dyed nylon
Bitumen with glass fi bre
50cm x 50xm
520g per m2
4.6kg per m2
6.8mm



CAMELLIA      13

Specifi cati on

Surface Constructi on
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Camellia

1/10th soluti on dyed polyamide/alto chroma (nylon)
Bitumen with glass fi bre
50cm x 50xm
750g per m2
4.5kg per m2
7.0mm

Camellia features a solid coloured background, densely fl ecked with metallic highlights 
to produce an elegant, yet hard wearing carpet. Suitable for heavy traffi  cking areas, 
Camellia is available in 12 diff erent colours.



TOOTY FROOTIES            14

Tooty Frooti es is a structured loop pile carpet ti le that gives a room a unique look 
through its mix of colour nuances. Tooty Frooti es is extremely suitable for intensive 
offi  ce use. This product can be combined with Cott on Candy as a plain equivalent and 
is available in various colours.

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Tooty Frooti es

1/10th gauge tuft ed loop
100% PA6 soluti on dyed Xelux colour nylon
Bitumen with glass fi bre
50cm x 50xm
730g per m2
4.5kg per m2
7.2mm



AMARYLLIS      15

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Amaryllis 

FRS Tuft ed Loop & Cut
Antron Lumena carpet fi bre (nylon)
Bitumen with glass fi bre
50cm x 50xm
750g per m2
5.3kg per m2
8.0mm

Amaryllis is a structured cut and loop pile design carpet ti le for premium and 
commercial environments, engineered using the fi nest antron fi bres, Amaryllis off ers 
our best cut/loop combinati on suitable for the majority of interiors. Also available in a 
selecti on of 9 various colours. (picture is matched with Humbug – see page 22).



LIQUORISH ALLSORTS PLAIN & STRIPE         16

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions

Pile Weight
Total Carpet Weight
Total Height

Liquorish Allsorts 

1/10th gauge tuft ed loop
Soluti on dyed polyamide space dyed nylon
Bitumen with glass fi bre
50cm x 50xm

Plain  Stripe
550g per m2      700g per m2
4.4kg per m2 6.3kg per m2
5.7mm  6.3mm

Plain Stripe



RANDOMS      17

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Randoms

1/12th gauge tuft ed loop
100% PA6 soluti on dyed Xelux colour nylon
Bitumen with glass fi bre
50cm x 50xm
600g per m2
4.4kg per m2
6.8mm

Randoms is a modern loop pile carpet ti le with a stylish geometric design consisti ng 
of blocks in subtle shades. Because of its random patt ern, this contemporary carpet 
ti le collecti on off ers infi nite creati ve design opportuniti es alone or in combinati on with 
the base colours of the Randoms collecti on. Randoms is partnered very well with the 
Cott on Candy range, which acts as a plain equivalent to all of the colours.



SHERBET PIPS         18

Sherbet Pips is a chunky loop pile carpet ti le with an imposing record of service. 
Thanks to the varied palett e of 22 standard colours, Sherbet Pips off ers a heavy and 
very extensive possibiliti es for choice and design. 

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Sherbet Pips

1/10th gauge tuft ed loop
100% Aquafi l altro 6 nylon
Back2Back modifi ed Bitumen + 10% recycled content
50cm x 50xm
730g per m2
4.9kg per m2
7.1mm



STRAWBERRY HEARTS     19

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Strawberry Hearts

1/10th gauge tuft ed rise cut pile
PA 6.6 Antron R nylon
Bitumen with glass fi bre
50cm x 50xm
850g per m2
4.65kg per m2
8.0mm

Strawberry Hearts is a carpet ti le with cut pile and a curly structure that combines 
luxury with comfort. Strawberry Hearts is suitable for heavy project use, such as hotels, 
offi  ces, etc. Plenty of colours to choose from for a wide variety of designs and interiors.



CHERRY LIPS          20

Cherry Lips is a very high quality cut pile carpet ti le with a fi ne structure. This product 
is also extremely suitable for premises where comfort and an aura of luxury are 
indispensable. With its huge range of colours, Cherry Lips off ers endless possibiliti es 
for any interior.

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Cherry Lips

1/10th gauge tuft edcut pile
Antron Legacy carpet fi bre (nylon)
Bitumen with glass fi bre
50cm x 50xm
1050g per m2
4.95kg per m2
8.0mm



ELEGANT JASMINE     21

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Elegant Jasmine

1/10th gauge tuft ed loop & cut pile
Tip sheared 100% econyl yarn – 100% space dyed nylon
Bitumen with glass fi bre (+ 10% recycled content)
50cm x 50xm
800g per m2
4.4kg per m2
6.5mm

Style, class, charisma… creati ng the right setti  ng can do wonders.Take hotel and offi  ce 
spaces to a higher level by styling the fl oor with Elegant Jasmine Carpet Tiles. Elegant 
Jasmine is available in a wide variety of colours, and is a top quality fi nish for any type 
of interior. This ecological loop pile ti p sheared carpet ti le – known for its stylish look 
de luxe – is made from 100% recycled nylon yarn (ECONYL®). 



ENTRANCE MATTING     22

Both King Kong & Humbug are our two forms of entrance matti  ng. Both are extremely 
hard wearing, and are designed to protect the rest of your fl oor. Ideal for doorways and 
entrances from outside. Both available in 3 colours.

Specifi cati on

Surface Constructi on
Surface Yarn
Backing
Dimensions
Pile Weight
Total Carpet Weight
Total Height

Humbug

1/10th gauge loop pile               
PA6 Aqualon HD nylon             
Bitumen with glass fi bre
50cm x 50xm
740g per m2
4.7kg per m2
7.2mm

Humbug

King Kong

King Kong

Fibre bonded patt ern              
100% polypropylene
Bitumen with glass fi bre
50cm x 50xm
1500g per m2
4.7kg per m2
9.5mm



CLEANING & MAINTENANCE METHODS   23

Care and maintenance of carpet ti les is essenti al for their longevity and appearance. 
Soiling and general wear adversely aff ect the appearance of carpet ti les and should 
be counted by an eff ecti ve cleaning programme. A regular cleaning programme will 
minimise the need for major restorati ve maintenance. It is important that an eff ecti ve 
entrance barrier matti  ng is installed at every exterior entrance. Avoid excessive use of 
cleaning products, if used, the cleaning products should be rinsed thoroughly, as the 
residue may att ract dirt.

Cleaning aft er installati on

●  Vacuum clean the fl oor using an upright vacuum cleaner with a powered brush.
●  Remove stains and spills locally using clean warm water.
●  Always work from outside the eff ected area.
●  Remove excess water.
●  Allow the fl oor to dry. 

Regular Cleaning

●  Vacuuming – Regular vacuuming, using an upright vacuum cleaner with a high 
powered brush, is the essenti al fi rst step in the upkeep of installati on. Heavy traffi  c 
areas require more frequent vacuuming than those areas which are less frequented.
●  Spot and stain removal – A daily spot and stain removal process should also be 
implemented using a neutral spotti  ng detergent. The stain should not be allowed to 
dry as this can make the stain more diffi  cult to remove. 
●  Vacuuming will not easily remove oily residues from carpet ti les nor the balance of 
dry soiling. Systems have been developed to maintain appearance longer and remove 
some of the soiling. These systems will allow carpet ti les to be maintained on a 
periodic basis. 

Correcti ve Care

Vacuuming will not remove all oily residues from carpet ti les or dried-in soling. Various 
systems have been developed to thoroughly clean and maintain carpet ti les including:
●  Dry Fusion: a thermal, cleaning, protecti on and drying system.
●  Rotary shampoo: using rotati ng brushed and a crystallising shampoo.
●  Hot water extracti on: a very aff ecti ve way to remove heavy soiling. 



INSTALLATION METHODS           24

Flooring Industries carpet ti les are designed to provide the specifi er with maximum 
fl exibility. Diff erent combinati ons of eff ects can be achieved depending on one of the 

following four methods of installati on.

We at Flooring Industries recommend installing ti les using either the broadloom or 
tessellated method. We also supply carpet ti le tackifi er in Laybond 79, available in 5l, 

15l and 25l cartons.

Broadloom
All ti les facing the same directi on. 

Therefore no tessellati on or 
transiti oning are required.

Tessellated 
Rotate  90° clockwise or counter-

clockwise, and then 90° back 
to original format to create a 

chequerboard eff ect.

Non-Directi onal (Random)
Completely random lay eff ect, 
no conti nuity or consistency to 

installati on is required.

Half Drop
Similar to broadloom, lay all the ti les 
facing the same directi on, only this 
ti me lay the joins in the ti les 25cm 
apart. This will create a brickwork 

eff ect.
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